TECHNICAL DATA SHEET

RAPID REFLOOR Fast Set, Low Viscosity Structural Concrete Repair Product

USGBC LEED EQ Credit 4.1 - Low Emitting Multipurpose Construction Adhesive

1. Product Name
Rapid Refloor Fast Set Structural Concrete Repair Product

2. Manufacturer
Metzger/McGuire
P.O. Box 2217 Concord, NH 03302 (USA)

Toll Free: 800.223.MM80 E-Mail: specmm80@aol.com
Phone: 603.224.6122 Fax: 603-224-6020
Web: www.metzgermcguire.com

3. Product Description
Composition: Rapid Refloor is a two-component, 100%
solids structural polyurethane/polyurea hybrid. When

cured, Rcll_loicl Refloor is a rigid structural polymer with a
Shore D Hardness of 70-75.

Basic Use: Rapid Refloor was developed to repair random
cracks and surface spalls/pop-outs and other surface defects
in industrial concrete floors that are subject to wheeled
traffic. Rapid Refloor is designed for use in industrial or
retail concrete floors where final building temperatures are
32°F (0°C) to +120°F (49°C).

4. Limitations

- Rapid Refloor is a structural repair product and should
not be used as a floor joint filler.

- Rapid Refloor is a structural repair product with very
high adhesive and tensile properties; consequently it
will restrain concrete movement wherever p|qceo| and
may lead to concrete tearing if substantial concrete
movement occurs affer placement.

- Rapid Refloor is not designed for use in temperatures
beﬁ)w 32°F (0°C).

- Rapid Refloor overfill may leave a light stain/shadow
on some concrete surfaces.

- Rapid Refloor may exhibit a moisture reaction on damp
or wet surfaces; repair area should be clean and dry.
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5. Advantages

» Permanent, durable structural concrete repair in minutes

» Ready for traffic in 15 - 30 minutes

» Can be ground flush with floor in 25 minutes

» Rapid Refloor’s low viscosity allows for penetration
into cracks as narrow as 1/64” (.016” or .40 mm)

» Unlike many low viscosity structural repair products,
Rapid Refloor is virtually odorless.

» Rapid Refloor is non-hazardous and can be shipped
overnight by air carrier.

6. Packaging

Rapid Refloor is available in 600 ml (300x300) dual
cartridges or 250 ml “universal” cartridges.
All cartridge kits include a static mixer.

7. Technical Properties

Viscosity Profile

Part A......cooieiiieeieeee 120 cps
Part B........cooiieeniiieiieiieee 70 cps
Mixed........ovieieiieiieeeeee, 100 cps

Reaction Profile
(100 grams, 74°F/23°C Sample)

Gel Time, Minutes...........c.oeveeeeeeeeeeeeeea.. 1-1.25
Tack Free Time, minutes.................cceoeue..... 5-8
Traffic Ready, minutes.................c..cococ....... 15-30
Typical Physical Properties
Shore D Hardness............c.ccccecveeveeeinnn. 70-75
Compressive Strength (ASTM D-638),psi.....4000
Tensile Strength (ASTM D412), psi.............. 5500
Elongation (ASTM D412),%..........c..cccveucn.... 6.0-8.0
Die C Tear Strength (ASTM D624), pli......... 400
Mix Ratio by Volume...............c.cccoecvenn... 1:1
OO Odorless
Shrinkage............cccvovveecieiiieiieieeienn Negligible
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